I Technical Data Sheet

HIPS regranulate black
Product Code: 083101

Description

This HIPS regranulate comes from post-industrial recycling PIR and was recovered in
Europe. It is suitable for injection moulding applications and extrusion processing.
The material is RecyClass certified.

MFR 5.40-6.70 g/10min
g::;[;)é (ljr)npact strength 85 KJ/m?
Izod impact strength (notched) 9 kd/m?
Vicat softening temperature 82 - 86 °C
Density 1.04 - 1.05 g/cm?
Moulding shrinkage 02-0.5 %
Modulus of elasticity in tension 1800 — 2000 MPa
Flexural strenght 38 -40 MPa
Flammability HB class
Injection: Polymer temperature 190 - 230 °C
Extrusion: Polymer temperature 200 - 230 °C

This information contained herein is based on the data available to us and is believed be correct.

However, Sinox Polymers makes no warranty, expressed or implied, regarding the accuracy these
data or the results to be obtained from the use thereof. Each user of the products shall convince
himself through all available sources (including finished product testing in its appropriate environment)

Sinox Polymers GmbH Commercial registration number: Bank account:
Grunenweg 5-7 HRB 33699, Amtsgericht Bremen Deutsche Bank
DE-28195 Bremen VAT-ID: DE319539787 IBAN:
info@sinox-polymers.com Managing Director: DEG68 2907 0050 0211 0799 00
+49 178 / 8175 168 Marvin Pfeiffer BIC: DEUTDEHBXXX



I Technical Data Sheet

of the suitability of the products supplied for its particular purpose.
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