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PCR PBT GF30 Recompound black

Product Code: 002601

Description: 002601 PBT GF30 Recompound black comes from post-consumer-materials in Asia and
is suitable for injection moulding applications. The material is GRS certified.

Physical Properties Value Units Standard

MFR (300°C, 1.2kg) > 20 g/10 min. ISO 1133

Density 1.5 - 1.7 g/cm³ ISO 1183

Ash content 34 % ISO 3451

Tensile Strength
(50mm/min.)

109.261 MPa ISO 527

Elongation at break
(50mm/min.)

7.394 % ISO 527

Tensile modulus
(50mm/min.)

1710.331 MPa ISO 527

Flexural strength
(2mm/min.)

147.689 MPa ISO 178

Flexural modulus
(2mm/min.)

8839.217 MPa ISO 178

Charpy notched impact
strength

> 10 kJ/m² ISO 179

Heat deflection
temperature

> 190 °C ISO 75

Processing conditions Value Unit Standard

Molding temperature 265 °C n/a

Injection pressure 85 MPa n/a
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Disclaimer

This information contained herein is based on the data available to us and is believed to be correct.
However, Sinox makes no warranty, expressed or implied, regarding the accuracy of this data or the
results to be obtained from the use thereof. Each user of the products shall convince himself through
all available sources (including finished product testing in its appropriate environment) of the suitability
of the products supplied for its particular purpose.


