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PCR PP Homopolymer Regranulate Natural

Product Code: 000633

Description: PCR PP 000633 is a 100% PCR (post-consumer recycled) polypropylene material with
a good melt flow rate and good tensile and flexural strength, designed for injection moulding, film
blowing and extrusion applications.

Applications

Food containers Packaging components

Toys Water cups

Lids Houseware containers

Compliance

FDA Heavy metals free

REACH (250 SVHC) RoHS Directive (EU) 2011/65

Physical Properties Value Units Test Method

Density 0.9 g/cm³ ISO 1183

MFI (230°C/ 2,16kg) 15 - 20 g/10 min ISO 1133

Tensile Strength
(50mm/min.)

32 MPa ISO 527-2

Flexural Strength 33 MPa ISO 178

Flexural Modulus 1350 MPa ISO 178

Ash Content 0.5 % ISO 3451-1

Melt Point 163 °C ISO 11357

Molding Shrinkage 1,6 % Internal
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Charpy Impact
Strength, unnotched
(23°C)

92 KJ/m² ISO 180

Charpy Impact
Strength, notched
(23°C)

4 KJ/m² ISO 180

Heat Deflection
Temperature
(0,45MPa)

96 °C ISO 75-2

Processing Conditions

PCR PP 000633 is easy to process with standard injection moulding machines.

Following parameters should be used as guidelines:

Parameter Value

Melt temperature 180 - 210 °C

Holding pressure 200 - 500 bar

Mold pressure 60 - 100 MPa

Mold temperature 30 - 50 °C

Molding time 30 - 60 s

Shrinkage 1 - 2 % (depending on wall thickness and
moulding parameters)
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Storage

PCR PP 000633 should be stored in dry conditions at temperatures below 50°C and protected from
UV-light. Improper storage can initiate degradation, which results in odor generation and color
changes and can have negative effects on the physical properties of this product.

Recycling

The product is suitable for recycling using modern methods of shredding and cleaning. In-house
production waste should be kept clean to facilitate direct recycling.

Disclaimer

This information contained herein is based on the data available to us and is believed be correct.
However, Sinox makes no warranty, expressed or implied, regarding the accuracy these data or the
results to be obtained from the use thereof. Each user of the products shall convince himself
through all available sources (including finished product testing in its appropriate environment) of
the suitability of the products supplied for its particular purpose.


