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Technical Data Sheet
PCR TPE Regranulate White
Product Code: 000403
Product Description:
000403 PCR TPE Regranulate White comes from post-consumer
recycled materials in Asia and is suitable for injection moulding
applications. The material is GRS certified.

Physical Property Value Units Test Standard Test Condition

Melting Flow Index 30.1 g/10 min ASTM D1238

Density 1.2 g/cm³ ASTM D792

Hardness 35 Shore A ASTM D2240

Tensile Strength 1.8 MPa ASTM D412

Ultimate Elongation 185.6 % ASTM D412

Disclaimer

This information contained herein is based on the data available to us and is believed to be correct. However, Sinox makes
no warranty, expressed or implied, regarding the accuracy of these data or the results to be obtained from the use thereof.
Each user of the products shall convince himself through all available sources (including finished product testing in its
appropriate environment) of the suitability of the products supplied for its particular purpose.

Sinox Polymers GmbH
Grünenweg 5-7
28195 Bremen
Germany

Tel.: +49 176 361 889 94
E-Mail: deaccounting@sinox-polymers.com
Web: www.sinox-polymers.com
Managing Director:
Marvin Pfeiffer

Amtsgericht Bremen
HR-Nr.: HRB33699
VAT ID: DE319539787
Tax No.: 6012913522

Bank: Deutsche Bank
IBAN: DE68 2907 0050 0211 0799 00
BIC: DEUTDEHBXXX


